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An electrochemical sensor for selective TNT
sensing based on Tobacco mosaic virus-like
particle binding agents†
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This paper presents a selective differential sensing method based on

diffusion modulation of the target molecules through suspended

Tobacco mosaic virus-like particles modified with binding peptides

for TNT sensing in solution.

Sensing of trace amounts of small toxic compounds such as
explosive chemicals in complex aqueous environments faces
significant challenges, including low signal level from the target
molecules, large background signal as well as the requirement for
ultra-sensitive transduction systems suitable for operation in
solution. Conventional approaches are based on immobilization
of receptors such as polymers, peptides, or antibodies on the
transducer surface where the target species attach or react.
The generated signal can be measured using fluorescent tags or
in a label-free manner, as has been shown with field-effect
transistors.1–6 While these sensors are selective, they require
sophisticated microfabrication processes with high precision,
surface functionalization steps before the measurements, or
additional labelling after the binding event, limiting their
potential use in practical applications.

In this work, we present an alternative approach for sensing of
small molecules that is based on biomacromolecular receptors as
binding agents in solution. While this method can be readily
expanded to various small molecules with large contrast in size
compared to biological binding agents, 2,4,6-trinitrotoluene (TNT)
was selected as a testbed to demonstrate the sensing efficacy,
primarily due to its importance in homeland security and
environmental applications. TNT is a widely used explosive and
also a toxic chemical for organisms from bacteria to humans.7,8

The growing production and usage of TNT has resulted in
contamination of soil and water in construction sites and
weapon test grounds, increasing the need for reliable sensing
in aqueous environments. When operating in solution, pulse
voltammetric electrochemical sensors have been reported as one of
the most sensitive approaches to quantify TNT concentration, by
analysing the peak current fingerprints from the electrochemical
reduction of nitro groups (–NO2) to amine groups (–NH2).9,10 This
method is not limited by the size of the analyte since it is based
on charge transfer. However, selectivity is a bottleneck as the
reduction peaks are very wide, and background subtraction is
usually required to distinguish the TNT signal.

The method presented here addresses the aforementioned
limitations by combining the fast response and high sensitivity
of conventional electrochemical sensors with the selectivity
of bioreceptors for rapid and label-free chemical detection.
A unique feature of this sensing method is the use of modified
Tobacco mosaic virus (TMV)-like particles (VLP) as free-floating
binding agents in the bulk solution that modulate the target
TNT diffusion coefficient. This allows selective TNT detection
within minutes without the need for surface functionalization
of the transducer, a typically time-consuming added step. This
‘‘TNT filtering’’ enabled by the biological binding agents is
quantified by a differential current measurement method, where
the reduction currents with and without VLP are measured. The
specificity of the bioreceptors and the simplicity of use make the
sensor suitable for TNT detection in complex aqueous environ-
ments in a rapid and selective manner. The VLP binding agents
are used in microfabricated electrochemical sensors to study the
compatibility of this sensing mechanism with on-chip micro-
sensors for TNT detection in low-volume solutions.

TMVs are macromolecules with several attractive properties
such as programmable affinity, structural rigidity and chemical
stability in various environments. Recent advances in viral
engineering have resulted in the reliable production of VLPs that
preserve the cylindrical structure of TMV, formed by the helical
arrangement of thousands of identical coat proteins, but without
the viral RNA (Fig. 1a).11 This enables faster production of modified
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particles directly from bacteria cultures at a higher yield
compared to the conventional virus purification from plants.
Previously, both TMVs and VLPs have been used as nanostruc-
tured scaffolds or genetically modified receptors for energy and
biosensing applications.12–15 In these devices, the particles
were self-assembled directly on substrates. When the target
molecules are significantly smaller than the receptors however,
the sensitivity of a sensor can be dramatically reduced.

In this work, we leverage the tremendous contrast in size between
the VLP and the TNT to develop a new sensing technique suitable
for selective sensing of small target molecules in solution. We utilize
a previously identified TNT binding peptide16 to genetically modify
the TMV coat protein for expression and assembly in Escherichia coli
cells. As a result, assembled VLPs displaying TNT binding peptides
(VLP-bp-TNT) were produced (see ESI†). This peptide sequence has
been shown to exhibit very high selectivity to TNT versus other
competing molecules such as 2,4-dinitrotoluene, demonstrating its
suitability for selective TNT sensing in a complex solution.

The sensing methodology employed here utilizes square
wave voltammetry due to its fast scan rate and high sensitivity.
The peak current signatures of TNT without VLP binding agents
were first characterized using conventional square wave voltam-
metry where a 25 mV amplitude square wave was superimposed
on a 4 mV step function at 50 Hz (Fig. 2a). Three characteristic
current peaks are observed in the voltage range from �0.3 V to
�0.9 V (vs. Ag/AgCl). Among these, the first peak at �0.53 V
arises directly from the reduction of the nitro groups in the TNT
molecule, and was used for quantifying the TNT concentration.4

For reactions on planar electrodes, the net peak current ip can
be expressed as,

ip ¼ nFS
ffiffiffiffiffiffiffiffi
Deff

p
DFp f

1=2c�

which shows the current is linear to the concentration c* and
the square root of the diffusion coefficient D of TNT in the bulk
solution.14,17 TNT in acetonitrile was introduced in an electro-
lyte containing 5 ml of 0.1 M NaCl and 0.01 M sodium
phosphate. The TNT concentration was varied from 0 to
20 mg ml�1, and the relationship between current and concen-
tration was verified to be linear (Fig. 2b).

The integration of VLP binding agents in the TNT-
containing solution changes the peak current by modulation
of the effective diffusion coefficient, which is inversely propor-
tional to the hydrodynamic radii of the molecules. VLP-bp-TNT
is a large macromolecule assembled from thousands of indivi-
dual coat protein subunits (molecular weight B17.5 kDa),
which are significantly larger than free TNT (B227.3 Da). The
hydrodynamic radius of TMV was previously reported to be
approximately 42 nm18 while that of TNT is less than 0.4 nm.
The suspended VLP bioreceptors bind free TNT on their surface
displayed receptor peptides and form ‘‘composite’’ macro-
molecules with extremely low diffusion coefficient (Fig. 3). This
selective biological binding event reduces the effective diffu-
sion coefficient in the sensor to Deff

0, and generates a unique
differential current (Dip p (Deff)1/2 � (Deff

0)1/2). In practice, the
differential current is calculated from the peak current in the
presence of VLP-bp-TNT binding agents and a negative control
(VLP-1cys, a construct without binding peptides) from two
independent experiments in an identical experimental set-up.
This method eliminates the requirement for background sub-
traction as in conventional electrochemical methods and
enables enhanced TNT detection selectivity in unknown
samples.

The change of diffusion coefficient due to VLP and TNT
biological binding was studied using chronoamperometry,
where the current response was measured when applying a
step potential from 0.2 V to �0.6 V (Fig. 4). Faradaic currents
from TNT reduction were recorded from 0.6 s to exclude the
initial charging effect. The results were analyzed using the
Cottrell equation, which correlates the Faradaic current iF,
diffusion coefficient D and time t (DiF(t) p (D/Dt)1/2). The
diffusion coefficient is inversely proportional to the change of
1/iF

2 over time.19 Based on the above, the diffusion coefficients

Fig. 1 (a) TEM image of purified VLPs, and (b) VLP structure and peptide
mutation of the coat proteins.

Fig. 2 (a) Three characteristic peaks of TNT obtained using square wave
voltammetry, and (b) the correlation between the 1st peak currents
at �0.53 V (vs. Ag/AgCl) and TNT concentration.

Fig. 3 Diffusion modulations of TNT using VLP-bp-TNT binding agents.
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for each case shown in Fig. 4 can be calculated (see ESI†).
The calculated TNT diffusion coefficient in buffer was 5.70 �
10�6 cm2 s�1, in good agreement with previously reported
values20 (6.71 � 10�6 cm2 s�1). The diffusion coefficient of 4.40 �
10�6 cm2 s�1 for unmodified VLPs (VLP-1cys) was 4.04 times higher
than that of VLP-bp-TNT (1.09 � 10�6 cm2 s�1). This indicates a
Faradaic current ratio of 2.01 between control experiments and the
bioreceptor VLP-bp-TNT at a 20 mg ml�1 TNT concentration.

The dynamics of VLP-TNT binding were studied by monitoring
the peak current in response to the sequential introduction of
TNT and VLPs in solution (Fig. 5). The current decrease for the
VLP-bp-TNT was significantly higher compared to the VLP-1cys.
In both cases, the currents stabilized after three minutes post
introduction of the biomolecules. The instability of the current
level in the first 3 minutes is a combination of biological binding
and fluidic turbulence. Therefore, in later experiments, the TNT
peak current was measured after 3 minutes of stabilization from
the introduction of VLPs.

The effective diffusion coefficient of the electroactive mole-
cules was controlled by the ratio of bound and free floating TNTs
in solution. The TNT peak current in the presence of increasing
concentration of VLPs is shown in Fig. 6 (see ESI† for experi-
mental setup). The current decreases to 61.0% as the concen-
tration of binding agents increases to 0.2 mg ml�1. In the control

experiment with VLP-1cys, the peak current is stable with only a
4.4% variation. The strong correlation between the current and
binding agent concentration enables tunability of the proposed
sensor by adjusting the sensitivity and resolution through the
differential current.

The response of the developed VLP-based sensor to increas-
ing concentration of TNT was also studied (see ESI† for detailed
setup). Due to TNT and VLP-bp-TNT binding, the otherwise
linear response of the current vs. TNT concentration that was
observed in the negative control experiments (Fig. 7a) is mod-
ified. The peak currents with VLP-bp-TNT are subtracted from
the peak currents of the control (Fig. 7a), resulting in the
differential peak currents (DIpeak) of Fig. 7b. The differential
current showed saturation when all the peptide binding sites
on the VLPs were gradually occupied by TNT molecules. When
the concentration of binding agent increased from 0.2 mg ml�1

to 0.6 mg ml�1, the saturation point moved from 2 mg ml�1 to
approximately 4 mg ml�1 TNT concentration. The slope of the
differential current vs. TNT concentration increases with the
concentration of binding agents, indicating an increase in
sensor sensitivity. The Faradaic current ratio of VLP-1cys
(0.6 mg ml�1) to VLP-bp-TNT (0.2 mg ml�1) is 2.03. This
matches well with the Faradaic current ratio calculated from
the Cottrell equation in Fig. 4 (see ESI† for details), which
validates that the nonlinearity in the current is due to the
difference in diffusion coefficient between the two systems.

Fig. 4 Chronoamperometry of 20 mg ml�1 TNT solution in the presence
or absence of VLP-bp-TNT binding agents.

Fig. 5 Dynamic responses of the peak current with sequential introduc-
tion of 10 mg ml�1 TNT and 0.2 mg ml�1 VLPs in solution.

Fig. 6 Normalized peak currents vs. VLP concentration obtained from the
reduction of 10 mg ml�1 TNT in solution.

Fig. 7 (a) Absolute peak currents and (b) differential currents of TNT
reduction in the presence or absence of binding agents.
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Field applications outside laboratory settings require sensors
that are portable and compatible with limited amount of reagents
without compromising fast response and high selectivity. The
feasibility of applying the VLP-based TNT sensing method in
miniature sensors was investigated through the development
and characterization of an on-chip electrochemical sensor. Gold
working, counter and pseudo reference electrodes integrated
with 30 ml Polydimethylsiloxane reaction chambers were micro-
fabricated forming a sensor array (Fig. 8a). An interdigitated
electrode geometry optimized in previous work13 (50 mm finger
width and spacing) was selected (see ESI† for detailed setup).
The differential current between sensors in the presence of
VLP-bp-TNT and the control VLP-1cys was measured for varying
concentrations of TNT (Fig. 8b). As in the case of the experi-
ments in bulk solution (Fig. 7b), the differential current
increases with TNT concentration. A clear saturation was not
observed, suggesting that the linear region can be extended in a
microscale sensor. These results demonstrate that the developed
sensing method is applicable for microscale sensors for low-
volume TNT detection.

In summary, a differential sensing method using genetically
modified macromolecules as binding agents for selective chemical
sensing in aqueous environments was developed. The free-floating,
suspended VLPs modulated the effective diffusion coefficient of
the target TNTs within 3 minutes and contributed to unique
differential current signatures that are proportional to TNT
concentration. The genetically modified VLP bioreceptors were
successfully tested in both beaker-scale and on-chip electro-
chemical sensors. This sensing method enables rapid label-free

detection of TNT and can be expanded to a variety of electro-
active species that have great size contrast with the program-
mable biologically engineered receptor macromolecules.
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Fig. 8 (a) Optical image of on-chip electrochemical sensor, and (b)
differential currents for varying concentrations of TNT.
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